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Earth rising above Moon, from LRO Spacecraft
https://ntrs.nasa.gov/search.jsp?R=20150000375 2019-08-31T14:35:47+00:00Z
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• Reliable manufacturing requires that material 
properties and fabrication processes be well defined 
in order to insure that the manufactured parts meet 
specified requirements.  While this issue is now 
relatively straightforward for traditional processes 
such as subtractive manufacturing and injection 
molding, this capability is still evolving for AM 
products. Hence, one of the principal challenges 
within AM is in qualifying and verifying source material 
properties and process control. This issue is 
particularly critical for applications in harsh 







































































• Evaluate the feasibility, identify the science
and technology gaps, and assess 
implications
• Report delivered in September, 2014
• See: http://www.nap.edu/download.php?
record_id=18871
*NRC is the operating arm of the National Academy of 



































1. Build Interactions / Effects – ARC/LaRC/MSFC Objective: Understand how basic AM 
build factors influence part properties.
2. Powder Influence / Effects – GRC   Objective: Understand how basic powder 
feedstock characteristics influence a part’s physical, mechanical, and surface 
properties.
3. Thermal Processing / Effects – LaRC/MSFC Objective: a) Understand how standard 
wrought thermal processes influence AM mechanical properties, and b) explore the 
potential cost and benefit of AM-specific thermal processing.
4. Surface Improvement / Effects – MSFC   Objective: Understand how as-built and 
improved AM surface texture influence part performance and fatigue life.
5. Applied Materials Characterization – GRC/LaRC/MSFC Objective: Enable use of AM 
parts in severe aerospace environments.
6. Qualification of AM Critical Components – MSFC   Objective: Develop an Agency-wide 
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ASTROͲH “Fabricating this part using 
conventional methods requires 
making five different-sized tubes and 
welding them together,” he added. 
“I’d estimate that it would take about 
three months to receive this part and 
I’d expect to pay between $10,000-
$20,000. But with this new 3D-
printing process, the part cost only 
$1,200 and took two weeks for the 






















AM parts in 





















0.3m Telescope via DMLS
CubeSat-class 50-mm (2”) imaging camera/instrument -
mirrors and integrated optical-mechanical structures-






J. Hagopian works with a 
nanotube material sample
Robotic Refueling Mission-Phase 2 task board that will be installed on 
the orbital outpost’s Express Logistics Carrier 4. The Materials Coating 
Experiment can be seen on the left. 
Carbon-nanotube coating is one of the materials to be tested on 
the International Space Station as part of the Materials Coating 






































The first Invar® structure ever produced by DMLS,
and the GRID 45 structure had been fabricated from 



















Lachlan Hyde, an ALD expert at 
Australia’s MCN, works with one of the 
organization’s two ALD systems (left)
Australia’s MCN applied a catalyst layer 


































































Metal cluster for selectivity
Graphene












Multi-layer deposition, Polyimide dielectric and Ag 





















Left: 3-D printed rocket 
injector as it looked 
immediately after it was 
removed from the selected 
laser melting printer. Right: 




• Standardization, certification, and infrastructure 
are widely perceived as key areas needing 
development.
• This issue is particularly important for demanding 
applications such as aerospace.  
• Investments here should be strategic, complement 
industry lead efforts, and focus on information-sharing.
• Areospace applications, with its low-volume production, 
need for custom designs with rapid turn-around, integrated 
components, and a focus on low mass and high 
performance,  are well suited for AM technology 
• Goddard and other NASA Centers are pursuing a wide 
variety of AM technologies, focusing on both “for space” 
and “in space” applications

